
BakTrak-MDE 

The Ultimate MP3 & WAV Backing Track Pedal 

DESIGNED & DEVELOPED BY MUSICIANS FOR MUSICIANS 

Additional Information for BakTrak-MDE users …….. 
BakTrak-MDE still has three modes of operation but is configured differently to BakTrak and BakTrak-Pro. BakTrak-MDE can emulate the generic play function of a 
Mini Disk Player and has a ‘Performance’ & ‘List’ mode instead of a ’Play’ &  ‘Loop’ mode. This allows the user to choose between ‘Performance’ mode (P1,P2,P3,P4) ‘List’ 
mode (L1,L2,L3,L4) and ‘BakTrak’ mode (B1,B2,B3,B4), ‘BakTrak’ mode is manual track selection via the ‘Mode’ and ‘Track’ switches, however ’Performance’ & ‘List’ 
mode will auto increment through your sequentially numbered  set list 00001 to 00048. 

On start-up, ‘Performance’ & ‘List’ mode will check the track selected by the switches and if it is not valid, the unit will, like  “BakTrak” mode, show a solid Red LED 
until a valid track has been selected.  Once a valid track has been found the LED will show solid orange and wait for a footswitch press & release to start playing the 
list from the selected track and the LED will indicate solid green for ‘Performance’ mode and flashing green for ‘List’ mode. 
 
Track Select Switch (12 Position) 
Use the “Track” switch in combination with the “Mode” switch to pick the MP3 or WAV track to play for the start of your set list (up to 48 tracks). The switch is 
marked 1 to 12 and for the mode switch set to “P1”, Track Switch position “1” will select the track numbered 00001 on the memory card & position “2” will select 
track 00002 & so on.  
 
Mode Switch (12 Position) 
Performance – (P1, P2, P3, P4) Hit & release the Play/Stop footswitch to start the track. The LED will go from “Orange” to “Green” while the track is playing. Hit 
the footswitch while the track is playing and it will auto increment to the next track in your set list and the new track will start playing instantly and so on until the 
end of your list. Hold the footswitch down for 3 seconds to stop the track. If a track is stopped it will restart from the beginning of that track. 
 
List – (L1, L2, L3, L4) Hit & release the Play/Stop footswitch to start the track. The LED will go from “Orange” to “Flashing Green” while the track is playing. Hit 
& release the footswitch while the track is playing and it will “Pause” with the LED “Flashing Orange” hit & release the it again and it will start from where it was 
paused. When the track comes to a natural end it will auto increment to the next track in your set list & wait for a foot press & release to start your next track. 
Hold the footswitch down for 3 seconds to stop the track. If a track is stopped it will restart from the beginning of that track. 
 
BakTrak – (B1, B2, B3, B4) Hit & release the Play/Stop footswitch to start the track. The LED will go from “Orange” to “Flashing Red” while the track is playing. 
Hit & release the footswitch while a track is playing, and the track will jump back 10 seconds, hit & release it again and it will jump back another 10 seconds, hit & 
release it again and go back a further 10 seconds (30 seconds maximum) or the start of the track, whichever is the shorter time and play from there. Hold the foot-
switch down for 3 seconds to stop the track. 
 
If the next track in the list is not valid, not present or track 48 has ended, BakTrak will end the list and flash Red three times, Green three times and orange three 
times until either the switches are changed or the pedal is held down for more than three seconds, “List & performance” mode will then start at the current switch 
position. 


